
SunPro
Complete CMH Fixture 315W

Complete CMH Fixture 315W

contains:

built-in 315W digital ballast and reflector

compatible with:

SunPro Super DayLight, CMH 315W/942 
SunPro Super GreenPower, CMH 315W/930 

easy Plug'n'Grow design
innovative ceramic metal halid technology

optimal light for small grow places
flexible use with CMH GreenPower / DayLight

low consumption, rich light spectrum
extended lamp life

incl. EU power cord
3 year warranty

More info on www.sunprotechnology.com – info@sunprotechnology.com

http://www.sunprotechnology.com/
mailto:info@sunprotechnology.com


SunPro digital ballast 315W

designed for

SunPro Complete CMH Fixture 315W

compatible with

SunPro Super DayLight, CMH 315W/942 
SunPro Super GreenPower, CMH 315W/930

Technical specification: 

Type: HID Digital built-in ballast CMH 315W
Output frequency: 110 Hz LF Square Wave
Input frequency: 50/60 Hz
Input V/C rated: 120V/3 A

240V/1.5 A
Ignition voltage: >4,5 kV
Required lamp voltage: 110 V (+/- 20V)
Efficiency: >93%
Opt. operating temperature: -20°C - +40°C
Max. temperature: 80°C
Size: 220x103x64.5 mm
Weight: 2 kg

Protection against:

Open circuit: YES, P<5W
Short circuit: YES, P<5W
Overheat: YES
Ignition failure: YES, P<5W
Soft start: YES





Safety recommendation, warnings, cautions:
Mounting and installing of the fixture can only be executed by certified service personnel. The fitter is responsible for 
correct and safe installation. 

Always adhere to the local rules and regulations when installing or using the fixture. This product may cause 
interference to radio equipment and should not be installed near maritime safety communications equipment or other 
critical navigation or communication equipment operating between 0.45 - 30 MHz. 

Always install the lamp before connecting the fixture to the mains. Ensure the cord is not coiled and does not touch any 
hot surfaces. 

Do not use the fixture when either its lamp or its power cord are damaged. Replace the power cord only with original 
certified cords. Modifications to the cords can lead to unwanted electromagnetic effects.

Do not use the fixture in: 
-- high humidity, heavy mist, fog or direct spray; 
-- higher or lower temperature outside the specified range; 
-- dust and contamination; 
-- direct sunlight during use or HID light that could heat up the ballast. 

Always disconnect the fixture from mains before performing any maintenance. Always allow for a cool down period of 
at least 30 minutes before touching the lamp or reflector. Touching the lamp or the reflector when the lamp is lit or 
immediately afterwards will result in severe burns.

Never touch the lamp with bare hands as this will cause damage to the lamp. Do not use the fixture near flammable, 
explosive or reactive substances. The lamp and the reflector of the fixture reach temperatures of >85 °Celsius .

Do not use sulfur vaporizers or water misters. Sulfur and calcium deposits on your reflector will decrease its efficiency. 

The installation and use of the fixture is the responsibility of the end user. Incorrect use or installation can lead to 
failure and damage to the fixture. Damage to the fixture and electronic circuitry as a result of incorrect installation and 
use revokes the warranty. 

Do not touch the lamp with bare hands as this will damage the lamp. Always use a fabric glove to handle the lamp. 
Disconnect the product from mains before performing any maintenance or repairs. 
Do not open or disassemble the fixture. Opening the fixture can be dangerous and will void the warranty. 
Always allow for a cool down period of at least 30 minutes before touching the lamp or reflector. 
Do not clean the fixture with detergents, abrasives or other dangerous substances. 
Do not touch the inside of the reflector during installation. 
Wait 20 minutes before activating the fixture after maintenance work has been conducted. 

The lamps are chemical hazardous waste and must be delivered to the designated authorities. 
The lamp contains mercury. 

Storage:

Store the fixture in a dry and clean environment, with an ambient temperature between 20-85 °C

The product must not be discarded as unsorted municipal waste, but must be collected separately for the purpose of 
treatment, recovery and environmentally sound disposal. 

 

Warranty:
2 years, for more information ask your distributor
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